
1 Year Limited Warranty
Overcharge Protection

3 Hrs
Electric Fan

12 Times
Smartphone

5-8 Hrs
Laptop

4.5 Hrs
LED TV

Sample Usage: (Number of hours based on individual testing) 
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Powerstation

12V DC Outlets

Charging Outlets
220V AC • 

100W max. Solar • 

12V DC Socket

ON / OFF
Power Switch

Battery Terminal

LED Light

Inverter
220V AC Outlets

USB / Type-C
Ports

Digital Display
Output • 

VAC • 
Frequency • 

Overload Warning • 

Usage & Features
AC Output:

DC Output:

Ports:

LED Light:

Car Jumper:

2 x 220V AC Outlets

2 Watts

1 Set Alligator Clips

Digital
Display:

1 x 12V DC Socket
2 x 12V DC Jacks

1 x PD 18W IN/OUT Type-C
1 x QC 3.0 USB-A

1 x 5V 2.1A USB-A

Battery Level / Inverter Watt
Output / VAC / Frequency

Overload Warning

General Specifications
Inverter:

Battery:

Battery Cycles:

Solar Charging:

Dimensions
(LxWxH):

Weight:

400 Watts

2 x 12 Ah / 12V DC 
244 Wh Sealed Lead Acid

500

100 Watts

365 x 320 x 370 mm

11.14 kgs

Charging Specifications
AC:

DC:

Type-C:

220V AC Inverter (charger included)

Car Cigarette Lighter (charger included)

PD 18W IN/OUT (charger cord included)

Solar Panel: 100 Watts max. (not included)
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